
Visual Technology
Solutions

C A T A L O G



Content 1

Tel: +86-18665975338, Website: www.arkadiko.tech, E-mail: info@arkadiko.tech

Shenzhen Arkadiko Technology Co., Ltd

Content

3D LED HOLOGRAM FAN 2

Stage Laser Lights 4

INFRARED MULTI-TOUCH (IRMT) FRAME 16

LCD VIDEO WALLS 19

DOUBLE-SIDED QLED DIGITAL SIGNAGE 14

INTERACTIVE FLAT PANEL 17

Stage LED Lights 22



Visual Technology Solutions

3D LED 

HOLOGRAM FAN 



3D LED Hologram Fan 2

Tel: +86-18665975338, Website: www.arkadiko.tech, E-mail: info@arkadiko.tech

Shenzhen Arkadiko Technology Co., Ltd

3D LED Hologram Fan

43cm 50cm

65cm 100cm
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Blade width (cm) 43cm 50cm 65cm 100cm

Product size (mm) 430*430*128 	500*500*85 	650*650*85 	1000*1000*85

Resolution (pixels) 450*224 	1600*576 	1600*720 	1600*680

Rated power (W) 15 20 36 50

BT audio support NO YES YES NO

Display size (cm) 42*42 	49.5*49.5 	64.5*64.5 	999.5*999.5

LED QTY (pcs) 2*112 	4*144 	4*180 	4*170

Rotating speed (r/min) 1200 680 650 420

Splicing support NO NO YES NO

Upload method TF Card WiFi APP	

Remote controller ON/OFF 	NO 	Multi-function	

TF card memory (GB) 8 16

Input voltage (V) 12 19

178~			Viewing angle

Specifications

Floor stand Protect covers

Ceiling mount bracket

Transparent bottom

Black bottom

Acessories



Visual Technology Solutions

Stage Laser Lights



Stage Laser Lights 4

Tel: +86-18665975338, Website: www.arkadiko.tech, E-mail: info@arkadiko.tech

Shenzhen Arkadiko Technology Co., Ltd

Stage Laser Lights

*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 Single Lens Laser Series 

AS02R

Single Red 200mW 650nm Laser Light


Control modes: Sound, AUTO, DMX512 -CH7, Master-Slave                                     


Scanning: Micro-step motor scanning at big angle                                                       


Beams: over 100 laser patterns, over 300 laser effects, such as wave, tunnel, circle, dots 


Voltage: 110V to 220V-250V, 50/60HZ

540*340*400mm 4pcs/Carton

NW: 1.72KG

GW: 2.33KG          

Carton: 10.2KG

AS10B

Single Blue 1000mW 450nm Laser Light


Control modes: Sound, AUTO, DMX512 -CH7, Master-Slave                                    


Scanning: Micro-step motor scanning at big angle                                                       


Beams: over 100 laser patterns, over 300 laser effects, such as wave, tunnel, circle, dots 


Voltage: 110V to 220V-250V, 50/60HZ

540*340*400mm 4pcs/Carton

NW: 1.9KG

GW: 2.5KG          

Carton: 10.8KG

AS23RGB

RGB 230mW (Red 100mW, Green 30mW, Blue 100mW 470nm) Single Len Laser Light


Control modes: Sound active, AUTO, DMX512(9CH), Master/Slave


Scanning: Micro-step motor scanning at big angle                                                       


Beams:  more than 100 patterns, unique blanking effect                                                  


Voltage: 110V to 220V-250V, 50/60HZ

540*340*400mm 4pcs/Carton

NW: 1.72KG

GW: 2.33KG          

Carton: 10.2KG

AS005G

Single Green 50mW 532nm Laser Light                                                                               


Control modes: Sound, AUTO, DMX512 -CH7, Master-Slave                                     


Scanning: Micro-step motor scanning at big angle                                                       


Beams: over 100 laser patterns, over 300 laser effects, such as wave, tunnel, circle, dots  


Voltage: 110V to 220V-250V, 50/60HZ

540*340*400mm 4pcs/Carton

NW: 1.72KG

GW: 2.33KG          

Carton: 10.2KG

AS25RGB

RGB 250mW (Red 80mW 650nm, Green 20mW 532nm, Blue 150mW 450nm) 


Single Len Laser Light


Control modes: Sound, AUTO, No DMX                                                                    


Scanning: Micro-step motor scanning at big angle                                                       


Beams: over 100 laser patterns, over 300 laser effects                                                                


Voltage: 110V to 220V-250V, 50/60HZ

560*510*220mm 8pcs/Carton

NW: 0.97KG

GW: 1.1KG          

Carton: 20.7KG

AS01RG

RG 100mW (Red 80mW 650nm, Green 20mW 532nm) Single Len Laser Light                                                                                                         


Control modes: Sound, AUTO, No DMX                                                                  


Scanning: Micro-step motor scanning at big angle                                                       


Beams: over 100 laser patterns, over 300 laser effects, such as wave, tunnel, circle, dots                


Voltage: 110V to 220V-250V, 50/60HZ

560*510*220mm 8pcs/Carton

NW: 0.97KG

GW: 1.1KG          

Carton: 20.7KG

AS125RGB

RGB 1250mW (Red 400mW, Green 150mW, blue 700mW 450nm) Single Len Laser Light


Control modes: Sound active, AUTO, DMX512(9CH), Master/Slave


Scanning: Micro-step motor scanning at big angle


Beams:  more than 100 patterns, unique blanking effect


Voltage: 110V to 220V-250V, 50/60HZ

490*380*460mm 2pcs/Carton

NW: 4.5KG

GW: 5KG          

Carton: 11KG
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*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 Multi Lens Laser Series 

AM2005G

Double GG 50mW (Green 25mW+ Green25mW) Laser Light 


Control modes: Sound active, AUTO, DMX512(7CH), Master/Slave


Scanning: Micro-step motor scanning at big angle


Beams:  100 patterns with blended beam effect from two apertures


Voltage: 110V to 220V-250V, 50/60HZ

580*430*400mm 4pcs/Carton

NW: 2.56KG

GW: 3.19KG         

Carton: 13.9KG

AM215RG

Double RG 150mW(Red 100mW + Green 50mW) Laser Light


Control modes: Sound active, AUTO, DMX512(7CH), Master/Slave


Scanning: Micro-step motor scanning at big angle.


Beams:  100 patterns with blended beam effect from two apertures


Voltage: 110V to 220V-250V, 50/60HZ

580*430*400mm 4pcs/Carton

NW: 2.56KG

GW: 3.19KG          

Carton: 13.9KG

AM3045B

Three Lens Blue 450mW(3 x Blue 150mW 450nm) Three Lens Laser Light


Control modes: Sound, AUTO, DMX512(7/9), Master-Slave


DMX modes: Can set light ON/OFF, output lens selection with adjustable speed, flash 

output lens selection with adjustable speed, spin direction with adjustable speed                                                                                                              

480*440*500mm 4pcs/Carton

NW: 1.7KG

GW: 2.2KG          

Carton: 18.5KG

AM220B

Double BB 2000mW (Blue 1000mW+ Blue 1000mW 450nm) Laser Light


Control modes: Sound active, AUTO, DMX512(7CH), Master/Slave


Scanning: Micro-step motor scanning at big angle


Beams:  100 patterns with blended beam effect from two apertures


Voltage: 110V to 220V-250V, 50/60HZ

580*430*400mm 4pcs/Carton

NW: 2.9KG

GW: 3.6KG          

Carton: 15.5KG

AM3015G

Three Lens Green 150mW(3 x Green 50mW 532nm) Laser Light


Control modes: Sound, AUTO, DMX512(7/9), Master-Slave


DMX modes: User can set light ON/OFF, output lens selection with adjustable speed, flash 

output lens selection with adjustable speed, spin direction with adjustable speed                                                                                                           

480*440*500mm 8pcs/Carton

NW: 1.9KG

GW: 2.4KG          

Carton: 20.4KG

AM303R

Three Lens Red 300mW(3 x Red 100mW 650nm) Laser Light


Control modes: Sound, AUTO, DMX512(7/9), Master-Slave


DMX modes: Can set light ON/OFF, output lens selection with adjustable speed, flash 

output lens selection with adjustable speed, spin direction with adjustable speed                                                                                                        

480*440*500mm 8pcs/Carton

NW: 1.7KG

GW: 2.3KG         

Carton: 19KG

AM3025RG

Three Lens RG 250mW(2xRed 100mW 650nm, 1xGreen 50mw) Three Lens Laser                                                                                                                                  


Control modes: Sound, AUTO, DMX512(7/9), Master-Slave


DMX modes: Can set light ON/OFF, output lens selection with adjustable speed, flash 

output lens selection with adjustable speed, spin direction with adjustable speed                                                                                                              

480*440*500mm 2pcs/Carton

NW: 1.7KG

GW: 2.3KG         

Carton: 19.3KG

AM303RGB

Three Lens RGB 300mW(Red 100mW, Green 50mw, Blue 150mw) Laser Light


Control modes: Sound, AUTO, DMX512(7/9), Master-Slave


DMX modes: User can set light ON/OFF, output lens selection with adjustable speed, flash 

output lens selection with adjustable speed, spin direction with adjustable speed                                                                                                              

480*440*500mm 2pcs/Carton

NW: 1.7KG

GW: 2.2KG          

Carton: 19KG

AM4025GR

Four Head GRGR 250mW Four Tunnel (2xRed:100mW+ 2xGreen: 25mW) Laser 


Control modes: Sound, AUTO, DMX512(11CH), Master-Slave


Beams: More than 100 patterns with blended beam effect from four apertures; Each laser 

beams can be shown one by one from four apertures, or scan separately towards different 

direction on systematic procedure                                                                                                     

660*300*410mm 2pcs/Carton

NW: 4.26KG

GW: 5.12KG          

Carton: 11.2KG
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Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 Multi Lens Laser Series 

AM4043FY

Four Head RGBY 430mW(R:100mW+ G:50mW +B:150mW+Yellow:130mW)   


Control modes: Sound, AUTO, DMX512(11CH), Master-Slave                                   


Beams: More than 100 patterns with blended beam effect from four apertures; Each laser 

beams can be shown one by one from four apertures, or scan separately towards different 

direction on systematic procedure                                                                                                      

660*300*410mm 4pcs/Carton

NW: 4.26KG

GW: 5.12KG         

Carton: 11.2KG

AM5063FY

Five Head RGBPY 630mW (Blue:150mW 470nm+Rose:200mW+Green:30mW + Yellow:150+ 

Red: 100mW)


Control modes: Sound, AUTO, DMX512(11CH), Master-Slave                                     


Beams: More than 100 patterns with blended beam effect from five apertures; Each laser 

beams can be shown one by one from five apertures, or scan separately towards different 

direction on systematic procedure                                                                                                    

960*290*410mm 4pcs/Carton

NW: 5.96KG

GW: 6.96KG         

Carton: 15.1KG

AM609B

Six Head Blue 900mW (6xBlue:150mW 450nm) Turtle Laser Light


Control modes: Sound, AUTO, DMX512, Master-Slave


DMX modes: Can set light ON/OFF, output lens selection,  flash output lens selection and 

spin direction with adjustable speed                                                                                            

Beam angle: 300 degrees                                                                                                

420*440*610mm 4pcs/Carton

NW: 3.8KG

GW: 4.27KG          

Carton: 19.5KG

AM5036RG

Five Head RGRGR 360mW(3xRed:100mW+ 2xGreen:30mW)


Control modes: Sound, AUTO, DMX512(11CH), Master-Slave                                     


Beams: More than 100 patterns with blended beam effect from five apertures; Each laser 

beams can be shown one by one from five apertures, or scan separately towards different 

direction on systematic procedure                                                                                                    

960*290*410mm 4pcs/Carton

NW: 5.8KG

GW: 6.8KG          

Carton: 14.7KG

AM603G

Six Head Green 300mW (6xGreen:50mW 532nm) Turtle Laser Light 


Control modes: Sound, AUTO, DMX512, Master-Slave                                                                 

DMX modes: Can set light ON/OFF, output lens selection,  flash output lens selection and 

spin direction with adjustable speed                                                                                   


Beam angle: 300 degrees                                                                                                  

420*440*610mm 8pcs/Carton

NW: 3.8KG

GW: 4.27KG         

Carton: 19.5KG

AM606R

Six Head Red 600mW (6xRed:100mW 650nm) Turtle Laser Light 


Control modes: Sound, AUTO, DMX512, Master-Slave                                                               

DMX modes: Can set light ON/OFF, output lens selection,  flash output lens selection and 

spin direction with adjustable speed                                                                                 


Beam angle: 300 degrees                                                                                      

420*440*610mm 8pcs/Carton

NW: 3.8KG

GW: 4.27KG          

Carton: 19.5KG

AM606RGB

Six Head RGB 600mW (2xRed 100mW, 2xGreen 50mW, 2xBlue 150mW) Turtle Laser Light


Control modes: Sound, AUTO, DMX512, Master-Slave                                                        

DMX modes: Can set light ON/OFF, output lens selection,  flash output lens selection and 

spin direction with adjustable speed                                                                                               

Beam angle: 300 degrees      

420*440*610mm 2pcs/Carton

NW: 3.8KG

GW: 4.27KG          

Carton: 19.5KG
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Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

Laser Bar Curtain / Laser Net Series 

AC630R

Six Head Red 3000mW (6xRed:500mW 638nm) Fat Beam Bar Curtain Laser Light


Control modes: Sound, AUTO, DMX512, Master-Slave                                     


Effect: The fat beam lasers can create cool laser curtain effects, each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                            

900*230*290mm 4pcs/Carton

NW: 3.1KG

GW:3.8KG          

Carton: 16.2KG

AC6618B

Six Head Blue 1800mW (6xBlue:300mW 450nm) Fat Beam Bar Curtain Laser


Control modes: Sound, AUTO, DMX512, Master-Slave                                                     

Effect: The fat beam lasers can create cool laser curtain effects, each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc    

900*230*290mm 4pcs/Carton

NW: 3.1KG

GW:3.8KG          

Carton: 16.2KG

AC1632R

16 Head Red 3200mW (16x 200mW Red 650nm) Fat Beam Laser Rain Curtain


Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                   


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                    


One main controller can link 32pcs laser box via RJ45 cable                           

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:20KG

AC603G

Six Head Red 300mW (6xGreen:50mW 525nm) Fat Beam Bar Curtain  Laser Light 


Control modes: Sound, AUTO, DMX512, Master-Slave                                                             

Effect: The fat beam lasers can create cool laser curtain effects, each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                            

900*230*290mm 4pcs/Carton

NW: 3.1KG

GW:3.8KG          

Carton: 16.2KG

AC618F

Six Head RGB Full Colors 1800mW (6x 300mW RGB=100mW 638nm red +  50mW 532nm 

green + 150mW 450nm blue) Fat Beam Bar Curtain Laser Light  


Control modes: Sound, AUTO, DMX512, Master-Slave                                                               

Effect: The fat beam lasers can create cool laser curtain effects, each laser controllable 

DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                            

900*230*290mm 4pcs/Carton

NW: 3.1KG

GW:3.8KG          

Carton: 16.2KG

AC611RGB

Six Head RGB 1100mW(2xRed:200mW + 2xGreen:50mW + 2xBlue 300mW) Fat Beam Bar 

Curtain Laser Light                                                                                                   


Control modes: Sound, AUTO, DMX512, Master-Slave                                                     

Effect: The fat beam lasers can create cool laser curtain effects, each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                            

900*230*290mm 4pcs/Carton

NW: 3.1KG

GW:3.8KG         

Carton: 16.2KG

AC1608G

16 Head Green 800mW (16x 50mW Green) Fat Beam Laser Rain Curtain


Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                    


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                    


One main controller can link 32pcs laser box via RJ45 cable                               

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:20KG

AC1648B

16Head Red 4800mW (16x 300mW Blue) Fat Beam Laser Rain Curtain


Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                     


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                    


One main controller can link 32pcs laser box via RJ45 cable                              

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:20KG

AC1620RG

16 Head RG 2000mW ((8x200mW red 650 + 8x50mW Green) Fat Beam Laser Rain Curtain


Control modes: Sound, AUTO, DMX512(6CH), Master-Slave


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable 


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                                               

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:20KG
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Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

Laser Bar Curtain / Laser Net Series 

AC3264R

32 Head Red 6400mW (32x 200mW Red 650nm) Fat Beam Laser Rain Curtain


Control modes: Sound, AUTO, DMX512(6CH), Master-Slave


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc


One main controller can link 32pcs laser box via RJ45 cable                               

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

Total 2 cartons 

for one set laser 


net

GW:36KG

AC3296B

32 Head Red 9600mW (32x 300mW Blue) Fat Beam Laser Rain Curtain                                                                                         

Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                   


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                    


One main controller can link 32pcs laser box via RJ45 cable                                

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:36KG

AC3216G

32 Head Green 1600mW (32x 50mW Green) Fat Beam Laser Rain Curtain                                                                                   

Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                     


Effect: The single laser boxes by the contoller can create cool laser curtain/rain effects, 

each laser controllable


DMX mode: It can set to the effects of all beams ON, one by one ON, flashing, crossing, 

groups effects, etc                                                                                   


One main controller can link 32pcs laser box via RJ45 cable                                

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:36KG

AC3259RGB

32 Head Red 5900mW ((12x200mW Red + 10x50mW Green+10x300mw Blue) Fat Beam 

Laser Rain Curtain


One Set include: 1pc main controller box, 32pcs laser boxes, 1pcs power cable and 32pcs 

RJ45 5meters cables                                                                                                                 

Control modes: Sound, AUTO, DMX512(6CH), Master-Slave                                


Effect: The single laser boxes by the contoller can create cool laser curtain/rain                                                                           

small box: 
188*123*126mm

Controller box: 

400*270*170mm

Outer carton: 

518*394*548mm

1SETGW:36KG
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Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

Moving Heads Laser Series

AY918R

9 Head Red 1800mW (9x200mW) Fat Beam Moving Head Laser Bar Light 


Control modes: Sound, AUTO, DMX512


Master-Slave: All On, All Flash, Laser group flash. Function via LCD indicator. 2 units 

moving head laser lights are linked via XRL cable 


Beam angle: can be set to the angle at 0 to 180°. Each level is ±15° 

1140*180*260mm                                                                                                  1pcs/Carton
NW: 7.7KG

Carton: 9.6KG

AY927B

9 Head Blue 2700mW (9x30mW 450nm) Fat Beam Moving Head Laser Bar Light 


Control modes: Sound, AUTO, DMX512 


Master-Slave: All On, All Flash, Laser group flash. Function via LCD indicator. 2 units 

moving head laser lights are linked via XRL cable


Beam angle: can be set to the angle at 0 to 180°. Each level is ±15°

1140*180*260mm 1pcs/Carton
NW: 7.7KG

Carton: 9.6KG

AYB03RGB

RGB 300mW( (Red 100mW 650nm, Green 50mW 532nm, Blue 150mW 450nm) ) Mini 

Moving Head Fat Beam Laser Light 


Control modes: Sound, AUTO, DMX512


Master-Slave Moving Horizontal angle: at 0 to 540°, Vertical angle: 0 to 270° Each level on 

horizontal angle is 2.1° and  on vertical angle is 1.05°

460*350*480mm 4pcs/Carton

NW: 2.94KG

GW:3.65KG 

Carton: 15.5KG

AYA2WRGB

RGB 1W (Red: 300mW 638nm, Green: 100mW 525nm, Blue: 600mW 450nm) Moving Head 

Animation 25Kpps ILDA Laser Light 


Control modes: Sound, AUTO, DMX512


Master-Slave Moving Horizontal angle: at 0 to 540°, Vertical angle: 0 to 270° Each level on 

horizontal angle is 2.1° and on vertical angle is 1.05°. 2GB SD card:with hundreds of 

animations

590*450*450mm 1pcs/Carton

NW: 11.35KG

GW:14.49KG 

Carton: 15.71KG

AY9045G

9 Head Green 450mW (9x50mW 532nm) Fat Beam Moving Head Laser Bar Light 


Control modes: Sound, AUTO, DMX512 


Master-Slave: All On, All Flash, Laser group flash. Function via LCD indicator. 2 units 

moving head laser lights are linked via XRL cable 


Beam angle: can be set to the angle at 0 to 180°. Each level is ±15°

1140*180*260mm 1pcs/Carton
NW: 7.7KG        

Carton: 9.6KG

AY916RGB

9 Head RGB 1650mW ((3pcs Red 200mW + 3pcs Green 50mW + 3pcs Blue 300mW) Fat 

Beam Moving Head Laser Bar Light 


Control modes: Sound, AUTO, DMX512 


Master-Slave: All On, All Flash, Laser group flash. Function via LCD indicator. 2 units 

moving head laser lights are linked via XRL cable


Beam angle: can be set to the angle at 0 to 180°. Each level is ±15°

1140*180*260mm 1pcs/Carton
NW: 7.7KG

Carton: 9.6KG

AYA1WRGB

RGB 1W (Red: 300mW 638nm, Green: 100mW 525nm, Blue: 600mW 450nm) Moving Head 

Animation 25Kpps ILDA Laser Light 


Control modes: Sound, AUTO, DMX512


Master-Slave Moving Horizontal angle: at 0 to 540°, Vertical angle: 0 to 270° Each level on 

horizontal angle is 2.1° and on vertical angle is 1.05°. 2GB SD card:with hundreds of 

animations

590*450*450mm 1pcs/Carton

NW: 11.35KG

GW:14.49KG 

Carton: 15.71KG

AYA05RGB

RGB 500mW (Red 120mW 638nm+ Green 80mW 520nm + Blue 300mW 450nm) Mini 

Moving Head Animation 15Kpps Laser Light 


Control modes: Sound, AUTO, DMX512


Master-Slave Moving Horizontal angle: at 0 to 540°, Vertical angle: 0 to 270° Each level on 

horizontal angle is 2.1° and on vertical angle is 1.05°

480*410*390mm       4pcs/Carton

NW: 2.94KG

GW:3.65KG 

Carton: 15.5KG

AYA5WRGB

RGB 5W (Red: 1000mW , Green: 1000mW, Blue: 3000mW 450nm, blended white: 

5000mW) Moving Head Animation 30Kpps ILDA Laser Light 


Control modes: Sound, AUTO, DMX512 


Master-Slave Moving Horizontal angle: at 0 to 540°, Vertical angle: 0 to 270° Each level on 

horizontal angle is 2.1° and on vertical angle is 1.05°. 2GB SD card:with hundreds of 

animations

590*450*450mm   1pcs/Carton 

NW: 11.35KG

GW:14.49KG 

Carton: 15.71KG
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*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 Galvo Scanner Animation Laser Series

AG2WB 2W Blue 450nm 25K ILDA Animation Laser Light. TTL modulation 540*290*420mm 4pcs/Carton      

NW: 2.2KG 

GW:3.1KG

Carton: 13KG

AG1WG 1W Green 520nm 25K ILDA Animation Laser Light. TTL modulation 540*290*420mm 4pcs/CartonNW-2.2, GW-3.1

AG2WG 2W Green 525nm 25K ILDA Animation Laser Light. TTL modulation 400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG3WG 3W Green 525nm 30K ILDA Animation Laser Light. TTL modulation 400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG4WG 4W Green 525nm 30K ILDA Animation Laser Light. TTL modulation 400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG5WG 5W Green 525nm 30K ILDA Animation Laser Light. TTL modulation 400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG10WG 10W Green 525nm 45K ILDA Animation Laser Light. TTL modulation 420*410*320mm 1pcs/CartonNW-11.7, GW-13.9

AG1WRGB
1W RGB 15K ILDA Animation Laser Light (Red: 300mW, Green: 100mW, Blue: 700mW 
450nm, blended white: 1000mW). TTL modulation

540*290*420mm 4pcs/CartonNW-2.2, GW-3.1

AG2WRGB
2W RGB 25K ILDA Animation disco laser Light. (Red 400mW 638nm+ Green 600mW 
520nm + Blue 1W 450nm, blended white: 2W) modulation: Analogue. with carton box, TTL 
modulation

540*290*420mm 4pcs/CartonNW-2.2, GW-3.1

AG6WRGB
6W RGB 25K ILDA Animation disco laser Light. (Red 2W 638nm+ Green 2W 520nm + Blue 
2W 450nm, blended white: 6W) ; Analogue modulation

420*410*320mm 1pcs/CartonNW-11.2, GW-13.4

AG8WRGB
8W RGB 35K ILDA Animation disco laser Light. (Red 2W 638nm+ Green 2W 520nm + Blue 
4W 450nm, blended white: 8W) modulation: Analogue. with carton box, 35K big scanner 
mirror size X:9*11mm Y:9*18mm

420*410*320mm 1pcs/CartonNW-11.2, GW-13.4

AG3WRGB
3W RGB 25K ILDA Animation disco laser Light. (Red 800mW 638nm+ Green 800mW 
520nm + Blue 1.5W 450nm, blended white: 3W) modulation: Analogue. with carton box, 
Analogue modulation.

400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG5WRGB
5W RGB 25K ILDA Animation disco laser Light. (Red 1W 638nm+ Green 1W 520nm + Blue 
3W 450nm, blended white: 5W) ,Analogue modulation.

400*340*300mm 1pcs/CartonNW-6.4, GW-7.9

AG10WRGB
10W RGB 35K ILDA Animation disco laser Light. (Red 3W 638nm+ Green 3W 520nm + Blue 
4W 450nm, blended white: 10W) modulation: Analogue. with carton box, 35K big scanner 
mirror size X:9*11mm Y:9*18mm

420*410*320mm 1pcs/CartonNW-11.7, GW-13.9            

AG15WRGB
15W RGB 35K ILDA Animation disco laser Light. (Red 4W 638nm+ Green 4W 520nm + Blue 
7W 450nm, blended white: 15W) modulation: Analogue. with carton box, 35K big scanner 
mirror size X:9*11mm Y:9*18mm

420*410*320mm 1pcs/Carton NW-11.7, GW-13.9

*Multi effects:



Animations: built-in 96 kinds of Geometric animations and 103 kinds of Cartoon Animations; *Beam mixed: sheet, dircles, waves, boxes, points;                                                  


Working modes: AUTO, Sound, DMX, Master/slave, PC control;                                                                                                                                                                                           


DMX mode: pattern selections, laser diode brightness adjustment for analogue modulation, color change, X/Y movement, dimmer, animations rotation, zoom in/out, drawing, etc;                                                                                                                                                                                                                                                   

Under Auto/Sound/DMX mode: Beam angle was originally designed to split to very wide angle (about 60°);


Under PC laser software control: Beam angle is the original scanner angle e.g., scanner 30° can only display max 30°,  scanner 60° can only display max 60°.
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*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 Galvo Scanner Animation Laser Series

AG20WRGB
20W RGB 35K ILDA Animation disco laser Light. 


(Red 6W 638nm+ Green 6W 520nm + Blue 8W 450nm, blended white: 20W) modulation: 

Analogue. with carton box, 35K big scanner mirror size X:9*11mm Y:9*18mm

420*410*320mm 1pcs/CartonNW-11.7, GW-13.9

AG25WRGB
25W RGB 35K ILDA Animation disco laser Light. 


(Red 7W 638nm+ Green 8W 520nm + Blue 11W 450nm, blended white: 25W) modulation: 

Analogue. with flightcase, 35K big scanner mirror size X:9*11mm Y:9*18mm

500*580*410mm 1pcs/CartonNW-20, GW-35

AG30WRGB
30W RGB 35K ILDA Animation disco laser Light. 


(Red 8W 638nm+ Green 10W 520nm + Blue 12W 450nm, blended white: 30W) modulation: 

Analogue. with carton box, 35K big scanner mirror size X:9*11mm Y:9*18mm

500*580*410mm 1pcs/CartonNW-20, GW-35   

AG40WRGB
40W RGB 35K ILDA Animation disco laser Light. 


(Red 13W 638nm+ Green 13W 520nm + Blue 15W 450nm, blended white: 40W) 

modulation: Analogue. with carton box,35K big scanner mirror size X:9*11mm Y:9*18mm

500*580*410mm  1pcs/CartonNW-20, GW-35 
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*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

Outdoor Waterproof ILDA Laser System Series

AO5WG

Green 5W 35kpps Outdoor IP65 Water-proof ILDA Laser system


2GB SD Card with hundreds of animations and free laser software, timing ON/OFF 

Overcurrent and overvoltage protected, leakage of electricity and lightning protection, and 

packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO20WG

Green 20W 35kpps Outdoor IP65 Water-proof ILDA Laser system


2GB SD Card with hundreds of animations and free laser software, timing ON/OFF 

Overcurrent and overvoltage protected, leakage of electricity and lightning protection, and 

packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO5WRGB

5W RGB 30kpps Outdoor IP65 Water-proof ILDA Laser system 


Red 1W 638nm, Green 2W 525nm, Blue 2W 450nm), 2GB SD Card with hundreds of 

animations and free laser software, timing ON/OFF, Overcurrent and overvoltage protected, 

leakage of electricity and lightning protection, and packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO10WG

Green 10W 35kpps Outdoor IP65 Water-proof ILDA Laser system


2GB SD Card with hundreds of animations and free laser software, timing ON/OFF 

Overcurrent and overvoltage protected, leakage of electricity and lightning protection, and 

packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO30WG

Green 30W 35kpps Outdoor IP65 Water-proof ILDA Laser system


2GB SD Card with hundreds of animations and free laser software, timing ON/OFF


Overcurrent and overvoltage protected, leakage of electricity and lightning protection, and 

packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO10WRGB

10W RGB 35kpps Outdoor IP65 Water-proof ILDA Laser system


Red 3W 638nm Green 4W 525nm Blue 3W 450nm), 2GB SD Card with hundreds of 

animations and free laser software, timing ON/OFF, Overcurrent and overvoltage protected, 

leakage of electricity and lightning protection, and packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

IP rate: IPP65     



*Multi effects: 



Animations: built-in 96 kinds of Geometric animations and 103 kinds of Cartoon Animations; 


Beam mixed: sheet, dircles, waves, boxes, points;                                                 


Working modes: AUTO, Sound, DMX, Master/slave, PC control;                                                                                                                                                                                            


DMX mode: pattern selections, laser diode brightness adjustment for analogue modulation, color change, X/Y movement, dimmer, animations rotation, zoom in/out, drawing, etc;                                                                                                                                                                                                                              

Under Auto/Sound/DMX mode: Beam angle was originally designed to split to very wide angle (about 60°);


Under PC laser software control: Beam angle is the original scanner angle e.g., scanner 30° can only display max 30°,  scanner 60° can only display max 60°. 
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*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

Outdoor Waterproof ILDA Laser System Series

AO20WRGB

20W RGB 35kpps Outdoor IP65 Water-proof ILDA Laser system 


Red 6W 638nm Green 6W 525nm Blue 8W 450nm), 2GB SD Card with hundreds of 

animations and free laser software, timing ON/OFF, Overcurrent and overvoltage protected, 

leakage of electricity and lightning protection, and packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG

AO30WRGB

30W RGB 35kpps Outdoor IP65 Water-proof ILDA Laser system 


Red 8W 638nm Green 10W 525nm Blue 12W 450nm), 2GB SD Card with hundreds of 

animations and free laser software, timing ON/OFF, Overcurrent and overvoltage protected, 

leakage of electricity and lightning protection, and packed in flightcase

400*340*300mm

420*410*320mm

1pcs/CartonGW: 22KG
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DOUBLE-SIDED QLED 
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Double-Sided QLED Digital Signage

Size

43"/55"

Models

Celling Hanging

A**D-HG A**D-HS A**D-VG A**D-VF

Size

43"/55"

Models

Floor Standing

A**D-ST A**D-IS A**D-NS A**D-FS

Panel Type LG (TFT-LCD+LED back lights) CPU Rockchip Cortex A17 1.8GHz

Display screen and System

Resolution Ratio 1920*1080 Mainboard RK3288

Visual Angle 178°/178°(H/V) Network RJ45 Ethernet, Wifi, and other wireless device 
extended (4G and bluetooth optional)

Display radio 16:09 System Android 5.1

Response Time 6.5ms System RAM 2G DDR3

Color 1.07 Billion Contrast 4000:1

Display Rotate, two screen display the same, two screen display different, picture in picture

Service Life 50,000 Hrs Storage TF/USB

Brightness 450cd/m*2 System RoM 8G
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Video format
WMV, AVI, FLV, RM, RMVB, MPEG,     

TS, MP4
Audio built-in HD audio system

Video/audio

Input
2 x USB, 1X HDMI, TFX1, LANX1, 

SATAX1
Output SIGNAL DISPLAYX2

Photo format JPG, JPEG, BMP, PNG, GIF Audio  format WAVE/MP3/WMA/AAC

Play Mode Repeat, Timing, Insert Play etc. Speaker 10WX2

Special function RTC real time clock  timer on/off, extend SATA hard disk

Weight and Packaging

Ceiling Hanging Size (MM) G.W (KG)G.W (KG) Floor Standing Size (MM)

A43D-HG 1240*26*880 7540 A43D-ST 810*650*1960

A55D-HG 1600*270*1020 8555 A55D-ST 1000*650*2250

A43D-VF 1300*190*740 5245 A43D-NS 594*380*1576

A55D-VF 1600*270*1020 8251 A55D-NS 1050*600*2250

A43D-VG 1300*190*740 5546 A43D-IS 595*363*1530

A55D-VG 1600*270*1020 6553 A55D-IS 870*550*2135

A43D-HS 1240*26*880 7842 A43D-FS 1400*720*170

A55D-HS 1584*260*1030 10358 A55D-FS 1050*620*2275

Power AC100-240V 50/60Hz 

Power

Environment
Operating Temperature : 0°C to 40°C  


  Humidity: 10%-80%

Consumption 150W; standby: 0.5W

Bracket Ceiling bracket, main box, cover, wirerope X2, Hanging square tube (only for celling hanging display)

Spare parts

Environment
Operating Temperature : 0°C to 40°C  


  Humidity: 10%-80%

Accessories remote controller, power cable, installation guide
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Infrared Multi-Touch Frame

15"-32" 26"-84"Standart size

18.5mm width, 8mm thickness (with frame, without glass) 21.5mm width, 10mm thickness (with frame, without glass)Dimension

2, 4, 6, 10, 12, 16, 32, 40Nubmer of touch points

32768*32768Resolution

25ms at the first point, 8ms at the continuous pointScan speed

＜3mmPositioning accuracy

50,000,000 times/touch pointTouch durability

Windows XP/7/8/10,Linux,Android,MAC OSSupported operating systems

Operating humidity: 10% ~ 90% RH (non-condensing)Humidity range

≥125dots/secCursor rate

＜350mAPower consumption

≥90％(According to ASTM D1003-92 standart)Transmittance

Even if broken, the debris will not cause harm to the human body.

Working temperature: -10 ° C ~ 60 ° CConnection method

Driver-free, plug and playDriver

＜7msResponse time

Mohs's grade 7, can withstand 1kg steel balls falling at a height of 1m without breaking 


(for test methods see standards GB9963-1988 and 60950 @ IEC-1999)
Surface hardness

USB2.0Temperature range

Storage humidity: 10% ~ 95% RH (non-condensing)

The transmitting and receiving control circuit and controller are installed in an aluminum alloy frame, 


can be attached to the 3 ~ 5mm tempered glass 
Frame structure

12Mbit/sTransmission speed

4mmMinimum touch object diameter

No minimum touch pressure requiredTouch Activation Force

≥5000 hoursMTBF

Storage temperature: -40 ° C ~ 85 ° C

*Attention! This information is provided for reference. Arkadiko Technology can manufacture Ifrared Multi-Touch Frame for any request 
of the Customer. Please contact and check with our sales manager before purchase.
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Interactive Flat Panel

*Attention! This information is provided for reference. Arkadiko Technology can manufacture Interactive panel for any request of the 
Customer. Please contact and check with our sales manager before purchase.
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55"

1209.6(H)× 680.4(V)

65"

1428.48(H)×803.52(V)

75"

1650.24(H)×928.26(V)

86"

1895.04(H)×1065.96V)

Model

Active display area(mm)

Display scale 16:9

Blacklight type DLED

Viewing angle (H / V) 178°/178°

Brightness 350cd/㎡

Contrast 1200:1

Colours

Resolution

16.7M  8bit True color

1920 * 1080

16.7 10bit True color

3840 * 2160

Storage environment Storage temperature: -20 ° C to 60 ° C; Storage humidity: 10% RH to 90% RH;

Overall size LxHxW (mm)

Package size LxHxW (mm)

Net weight

Gross weight

Working environment

1257.6x 743.6x 115

1257.6x 743.6x 84

1350x870x190

38KG

48KG

1485x 887.58x 126.6 


(Including rack)

1485x 887.58x 92

1626x1060x200

38KG

48KG

1707.16x 1012.72x126.6


(Including rack)

1707.16x 1012.72x 92

1847x1185x205

52KG

66KG

1953.3x 1151.42x 126.6                          

(Including rack)

1953.3x 1151.42x 93

2101x 1338x220

67KG

82KG

P
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Power consumption ≤200W

Video format PAL/NTSC/SECAM

Standby power consumption ≤0.5W

Sound system DK/BG/I

Lifetime 30000小时

Input power 100-240V, 50/60Hz

Sound output power 2X10W ≤250W ≤350W ≤500W

Working temperature: 0 ℃ ～ 50 ℃; Operating humidity: 10% RH ～ 80% RH;
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*Attention! This information is provided for reference. Arkadiko Technology can manufacture Interactive panel for any request of the 
Customer. Please contact and check with our sales manager before purchase.

CPU Hi3751ARBCV811（CPU Dual-core A73 and dual-core A53 /1.5G）

FLASH 32G

GPU Quad-core MaliG51

Android version Andriod8.0

Resolution 32767*32767

Remote 1 pcs

ROM 4G

OSD language Chinese, English, Russian

Touch system communication 

port USB 2.0

AAA battery 1 set

Touch type Infrared touch

Positioning accuracy ≤±2mm

GB three plug power cord Standart 2m 1 pcs

Certificate of conformity 1 pcs

Touch Times 60 million times in the same location

Parameters Optional

Responding speed ≤8 ms

Manual 1 pcs

Warranty Card 1 pcs

Installation method Built-in front disassembly

Light resistance 88K LUX

Stylus 1 pcs

Wall mount 1 set

Supported Operating System WIN7,WIN8,WIN10,LINUX,Android,MAC
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Touch screen sensing method

Multi-touch

~ 3.Finger, writing pen, or other 
non-transparent objects Ø6mm

20 point touch

Finger, writing pen, or other non-transparent objects Ø1mm

10 point touch

Pa
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l p
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Output port EARPHONE*1，HDMI OUT*1，AV OUT*1，SPDIF OUT*1,

WIFI 2.4+5G,

Bluetooth None

Front ports: USB2.0*1，USB3.0*1

Rear ports: TouchUSB*1，RJ45*1，AV IN *1, YPBPR*1, VGA IN*1，VGA AUDIO IN*1,RS232 UART*1,HDMI IN*2，Sdcard*1，USB3.0*2,
Input port
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LCD Video Walls

LCD Videowall's 46” panel

Model

Matrix manufacturer

Total seam

Supported Resolution

Led indicator

178°（H）/178°（V）Viewing angle 

RS232 (in / out), IR remote, SoftwareManagement

0 ~ 50 °CWorking temperature

Active display area

Color depth

OPS, YPbPr, CVBS, USBOptional

Up to 16 х 16Integrated Video Splitter

AC220VSource of power

Contrast

VGA, HDMI х 2, DVI, DP(HDCP), audioInput interface

LAN (RJ-45)Optional

-20 ~ 65 °CStorage temperature

Screen resolution

Brightness

1920 x 1080 (FHD)

3840 x 2160 (4К)

1018.08 × 572.67

Response time

DP(HDCP), audioOutput interface

NTSC、PAL、480I、576I、 720I、720P、1080I、1080PSignal format

Power Consumption

8 ms

LED

46"

Samsung / BOE

~ 3.5mm

450 / 500 cd / m2

3000:1 / 3500:1 /

4000:1 /1200:1

16.7Mln/1.07Bln

~ 87 W

Samsung

~ 3.5mm

700 cd / m2

3000:1 / 3500:1 / 4000:1

~ 98 W

Samsung

~ 1.8 mm

500 cd / m2

4000:1

~ 87 W

Samsung

~ 1.8 mm

700 cd / m2

4000:1

~ 98 W

Attention! This information is provided for reference. Arkadiko Technology  can manufacture monitors and video walls for any request 
of the Customer. Please contact and check with our sales manager before purchase.
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LCD Videowall's 49” panel

Model

Matrix manufacturer

Total seam

Supported Resolution

Led indicator

178°（H）/178°（V）Viewing angle 

RS232 (in / out), IR remote, SoftwareManagement

0 ~ 50 °CWorking temperature

Active display area

Color depth

OPS, YPbPr, CVBS, USBOptional

Up to 16 х 16Integrated Video Splitter

AC220VSource of power

Contrast

VGA, HDMI х 2, DVI, DP(HDCP), audioInput interface

LAN (RJ-45)Optional

-20 ~ 65 °CStorage temperature

Screen resolution

Brightness

1920 x 1080 (FHD)

3840 x 2160 (4К)

1073.8 × 604

Response time

DP(HDCP), audioOutput interface

NTSC、PAL、480I、576I、 720I、720P、1080I、1080PSignal format

Power Consumption

8 ms

LED

49"

LG / BOE

~ 3.5mm

450 / 500 cd / m2

1200:1 / 1300:1 / 1400:1

16.7Mln/1.07Bln

~ 120 W

Samsung

~ 3.5mm

700 cd / m2

3000:1 / 3500:1 / 4000:1

~ 98 W

Samsung

~ 1.8 mm

500 cd / m2

4000:1

~ 87 W

Samsung

~ 1.8 mm

700 cd / m2

4000:1

~ 98 W

Attention! This information is provided for reference. Arkadiko Technology  can manufacture monitors and video walls for any request 
of the Customer. Please contact and check with our sales manager before purchase.
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LCD Videowall's 55” panel

Model

Matrix manufacturer

Total seam

Supported Resolution

Led indicator

178°（H）/178°（V）Viewing angle 

RS232 (in / out), IR remote, SoftwareManagement

0 ~ 50 °CWorking temperature

Active display area

Color depth

OPS, YPbPr, CVBS, USBOptional

Up to 16 х 16Integrated Video Splitter

AC220VSource of power

Contrast

VGA, HDMI х 2, DVI, DP(HDCP), audioInput interface

LAN (RJ-45)Optional

-20 ~ 65 °CStorage temperature

Screen resolution

Brightness

1920 x 1080 (FHD)

3840 x 2160 (4К)

1209.6 × 680.4

Response time

DP(HDCP), audioOutput interface

NTSC、PAL、480I、576I、 720I、720P、1080I、1080PSignal format

Power Consumption

8 ms

LED

55"

Samsung / LG / AUO / BOE

~ 3.5mm

500 cd / m2

1200:1 / 1300:1 / 1400:1 / 

3500:1 / 4000:1

16.7Mln/1.07Bln

~ 120 W

Samsung / LG / AUO / 

INNOLUX / BOE

~ 3.5mm

700 cd / m2

1200:1 / 1300:1 / 1400:1 / 

3500:1 / 4000:1

~ 150 W

Samsung / LG / AUO / BOE

~ 1.8 mm

500 cd / m2

1200:1 / 1300:1 / 1400:1 


/ 3500:1 / 4000:1

~ 120 W

Samsung / LG / AUO / 

INNOLUX / BOE

~ 1,7 - 1,8 mm

700 / 800 cd / m2

1200:1 / 1300:1 / 1400:1 / 

3500:1 / 4000:1

~ 150 W

Attention! This information is provided for reference. Arkadiko Technology  can manufacture monitors and video walls for any request 
of the Customer. Please contact and check with our sales manager before purchase.
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Stage LED Lights

*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

LED Par Light Series

LED Indoor Par Light

AP34W

3 x 4W RGBW 4-IN-1 Mini LED Par Light


Housing material: Plastic 


Power consumption: 15W


Control modes: Auto/Sound/Remote control/DMX512(8CH)


Voltage: AC110-220V, 50/60Hz

135*135*125mm 32pcs/Carton
NW:0.41KG

GW: 0.48KG

AP61W-UV

6 x 1W UV Mini LED Par Light 


Housing material: Plastic 


 Power consumption: 27W


Control modes: Auto/Sound control


Voltage: AC90-220V, 50/60Hz

180*135*74mm 40pcs/Carton
NW:0.3KG

GW: 0.35KG

AP710W

7 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Plastic


Power consumption: 70W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 


510*460*510mm 

(outer carton)

20pcs/Carton
NW:1.5KG/pc

GW: 34KG/20pcs

AP410W-Z

4 x 10W RGBW 4-IN-1 LED Zoom Par Light 


Housing material: Aluminum 


Power consumption: 60W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC110-220V, 50/60Hz

160*160*250mm 4pcs/carton
NW: 3.5KG

GW: 4KG

AP615W-B

6 x 15W RGBW 4-IN-1 LED Bee Eyes Par Light 


Housing material: Aluminum 


Power consumption: 100W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (10/15CH) 


Strobe: 1-30times/second electronic and random strode


Dimmer: 0-100% linear dimming


Voltage: AC110-220V, 50/60Hz

inner box: 

170*170*190mm


carton:

360*360*400mm

4pcs/carton
NW:2.2KG

GW:2.6KG

AP610W

6 x 10W RGBW 4-IN-1 LED Par Light with Remote Control 


Housing material: Plastic 


Power consumption: 60W


Control modes: Auto/Sound/Remote control


Voltage: AC110-220V, 50/60Hz

165*88*155mm" 24pcs/Carton
NW: 0.45KG

GW: 0.5KG

AP710W-6

7 x 10W RGBWAUV 6-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 100W


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 

510*460*510mm 

(outer carton)

20pcs/Carton
NW:1.5KG/pc

GW: 34KG/20pcs

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN
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Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

LED Par Light Series

APR710W

7 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 70W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 

510*460*510mm 

(outer carton)

20pcs/Carton
NW:1.5KG/pc

GW: 34KG/20pcs

APS94W-R

9 x 4W RGBW 4-IN-1 LED Square Par Light with Remote Control 


Housing material: Plastic 


Power consumption: 50W


Control modes: Auto/Sound/Master-Slave/Remote control/DMX512 (8CH)


Voltage: AC110-220V, 50/60Hz

260*260*380mm 20pcs/Carton
NW: 0.7KG

GW: 1.2KG 

APR12W

12 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 100W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 

510*460*510mm 

(outer carton)

20pcs/CartonNW:1.5KG/pc

GW: 34KG/20pcs

APR712W

7x 12W RGBWAUV 6-IN-1 LED Par Light 


Housing material: Aluminum 


Power consumption: 130W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-240V, 50/60Hz

260*260*370mm 8pcs/carton
NW: 3.15KG

GW: 4KG

AP931W

9x 3W RGB 3-IN-1 + 1PC 30W RGB 3-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 80W


Control modes: Auto/Sound control/Master-Slave/DMX512 (4/8CH)


Voltage: AC90-240V, 50/60Hz

250*10*250cm 8pcs/Carton
NW: 1.5KG 

GW: 2KG

APR910W

9 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 90W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 

510*460*510mm 

(outer carton)

20pcs/Carton
NW:1.5KG/pc

GW: 34KG/20pcs

AP1410W

14 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 100W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC90-220V, 50/60Hz

195*108*185mm 

(inner box) 

510*460*510mm 

(outer carton)

20pcs/CartonNW:1.5KG/pc

GW: 34KG/20pcs

AP183W-UV

18 x 3W UV Mini LED Par Light with Remote Control 


LED Source:18x 3W UV LEDs, the actual power for each LED is 1W~1.5W.


Housing material: Plastic 


Power consumption: 27W


Control modes: Auto/Sound control/Remote/Master-Slave/DMX512 (7CH)


Voltage: AC90-220V, 50/60Hz

135*135*125mm 32pcs/CartonNW:0.41KG

GW: 0.48KG

AP181W

18 x 1W Single color RGB LED Par Light 


LED source: 6pcs*1W Red, 6pcs *1W Green, 6pcs*1W Blue 


Housing material: Plastic 


Power consumption: 30W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC90-220V, 50/60Hz

660*430*320mm 
(8pcs/carton)

8pcs/Carton  

 

NW:1.8KG

GW:2.3kg 
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Weight (KG) / 
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Package Size / 


Unit
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LED Par Light Series

AP181W-3

18 x 1W RGB 3-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 30W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC90-220V, 50/60Hz

660*430*320mm 
(8pcs/carton)

8pcs/Carton
NW:1.8KG 

GW:2.3kg 

AP1810W-F

18 x 10W RGBW 4-IN-1 LED Par Light with Silent Mute Fan 


Housing material: Aluminium 


Power consumption: 180W Beam angle: 15-60°


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC110-220V, 50/60Hz

270*80*260mm 8pcs/Carton
NW:2.3KG 

GW:2.6kg 

AP361W-1

36 x 1W Single color RGBW LED Par Light 


LED source: 6pcs*1W Red, 12pcs *1W Green, 12pcs*1W Blue, 6pcs*1W White 


Housing material: Plastic 


Power consumption: 60W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC110-220V, 50/60Hz

inner box: 
290*270*273mm


carton:

 598*558*586mm

8pcs/carton
NW:1.8KG

GW:2.3KG 

AP1810W

18 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Aluminium 


Power consumption: 180W Lens angle: 25°


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC90-220V, 50/60Hz

270*80*260mm 8pcs/Carton
NW:2.3KG 

GW:2.6kg 

AP361W

36 x 1W Single color RGB LED Par Light 


LED source: 12pcs*1W Red, 12pcs *1W Green, 12pcs*1W Blue 


Housing material: Plastic 


Power consumption: 60W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC110-220V, 50/60Hz

inner box: 
290*270*273mm


carton: 

598*558*586mm

8pcs/carton

NW:1.8KG 

GW:2.3kg 


AP3010W

30 x 10W RGBW 4-IN-1 LED Par Light 


Housing material: Aluminum 


Power consumption: 200W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH) 


Feature: Colors can mixed to be different colors. Better washer effect


Voltage: AC110-220V, 50/60Hz

240*150*250mm 

(inner box/pc)

490*260*540 


(outer carton/8pcs)

6pcs/cartonNW:3.25KG 

GW:3.5KG 

AP361W-3

36 x 1W RGB 3-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 60W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC110-220V, 50/60Hz

inner box: 
290*270*273mm


carton: 

598*558*586mm

8pcs/cartonNW:1.8KG 

GW:2.3KG 

AP36W-UV

36 x 3W UV LED Par Light 


Housing material: Plastic 


LED Source:18x 3W UV LEDs, the actual power for each LED is 1W~1.5W


Power consumption: 60W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC110-220V, 50/60Hz

inner box: 
290*270*273mm


carton: 

598*558*586mm

8pcs/cartonNW:1.8KG 

GW:2.3KG 

AP541W-UV

54 x 1.5W UV LED Par Light 


Housing material: Plastic 


Power consumption: 85W


Control modes: Auto/Sound control/Master-Slave/DMX512 (4/8CH)


Voltage: AC90-240V, 50/60Hz

230*220*120mm 8pcs/carton
NW:1.5KG 

GW:2KG
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LED Par Light Series

AP543W-F

54 x 3W RGB 3-IN-1 LED Par Light with Silent Mute Fan 


Housing material: Aluminium 


Power consumption: 180W Beam angle: 15-60°


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC110-220V, 50/60Hz

245*130*255mm 6pcs/carton
NW:3KG 

GW:3.5KG 

AP721W

72 x 1W RGB 3-IN-1 LED Par Light 


Housing material: Plastic 


Power consumption: 110W


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC110-220V, 50/60Hz

16.5*8.8*15.5cm

(inner box/pc) 
46*35*33cm


(outer carton/20pcs)

20pcs/Carton         
NW:1.6KG/pc

GW: 38KG/20pcs 

AP543W

54 x 3W RGB 3-IN-1 High Bright LED Par Light 


Housing material: Aluminium 


Power consumption: 180W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC110-220V, 50/60Hz

565*565*42mm  6pcs/carton
NW:4.2KG 

GW:4.5KG  
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LED Par Light Series

LED Outdoor Par Light

APW412

4 x 12W RGBWAUV 6-IN-1 LED Par Light 


Housing material: Aluminum 


Power consumption: 80W


IP Rate: IP65 waterproof 


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-240V, 50/60Hz

260*260*370mm 6pcs/carton
NW: 3.15KG

GW: 4KG

APW1812-5

18 x 12W RGBWA 5-IN-1 LED Waterproof Par Light 


Housing material: Aluminum 


Power consumption: 200W


IP Rate: IP65 waterproof


Control modes: Auto/Sound control/Master-Slave/DMX512 (5/9CH)


Voltage: AC90-240V, 50/60Hz

270*280*360mm 6pcs/carton
NW: 6.5KG

GW: 7.5KG

APW543-S

54 x 3W RGB 3-IN-1 LED Square Waterproof Par Light 


Housing material: Aluminum 


Power consumption: 200W


IP Rate: IP65 waterproof 


Control modes: Auto/Sound control/Master-Slave/DMX512 (7CH)


Voltage: AC100-240V, 50/60Hz

260*260*310mm  4pcs/carton 
NW:4.1KG

GW: 4.5KG

APW1812

18 x 12W RGBW 4-IN-1 LED Waterproof Par Light 


Housing material: Aluminum 


Power consumption: 200W


IP Rate: IP65 waterproof


Control modes: Auto/Sound control/Master-Slave/DMX512 (4/8, 5/9, 6/10CH)


Voltage: AC90-240V, 50/60Hz

270*280*360mm 6pcs/carton
NW: 6.5KG

GW: 7.5KG

APW543

54 x 3W RGB 3-IN-1 LED Waterproof Par Light 


Housing material: Aluminum 


Power consumption: 200W


IP Rate: IP65 waterproof 


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC100-240V, 50/60Hz

310*220*270mm 6pcs/carton
NW: 3.4KG

GW: 4.2KG

APW1812-6

18 x 12W RGBWAUV 6-IN-1 LED Waterproof Par Light 


Housing material: Aluminum 


Power consumption: 200W


IP Rate: IP65 waterproof


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-240V, 50/60Hz

270*280*360mm 6pcs/carton
NW: 6.5KG

GW: 7.5KG

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN
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LED Par Light Series

LED COB Par Light

APC60-4

MINI LED 60W RGBW 4-IN-1 COB Par Light


Housing material: Plastic 


Power consumption:60W 


Control modes: Auto/Sound control/Master-Slave/Remote control/ DMX512 (8CH) 


Voltage: AC110-220V, 50/60Hz

165*88*155mm 24pcs/Carton
NW: 0.45KG

GW: 0.5KG

APC150-W

LED 150W COB Audience stage blinder light (Warm white)


Housing material: Aluminum 


Power consumption: 150W 


Control modes: Manual/Master-Slave/DMX512 (3CH) 


Luminous flux: 86241m; Color temperature: 3200K; Lux:9601; Dimmer: 0-100%; 


Strobe: 0-25times/second 


Voltage: AC100-240V, 50/60Hz

178*154*260cm  8pcs/carton
NW: 2.8KG

GW: 3.2KG

APC430

4x 30W RGB 3-IN-1 + 48pcs LEDs Panel LED Blinder Audience Light


LED source: 4x 30W RGB 3-IN-1 + 48pcs SMD5050 RGBW 4-IN-1 LEDs


Housing material: Plastic + Aluminum 


Power consumption: 150W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH) 


Voltage: AC110-220V, 50/60Hz

inner box: 
220*220*300mm


carton: 

460*460*330mm

4pcs/carton
NW: 2.4KG 

GW: 3.0KG

APC60-W

MINI LED 60W Warm White COB Par Light 


Housing material: Aluminum 


Power consumption:100W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (2/4CH) 


Dimmer: 0-100% 


Voltage: AC100-240V, 50/60Hz

160*120*180mm  12pcs/carton
NW: 1.5KG

GW: 1.9KG

APC200-Z

High Bright LED 200W COB Zoom Par Light


LED source: 200W LED COB Cool white/ Warm white (5700K tunable）


Housing material: Aluminum 


Power consumption: 200W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (2/3/4/5/CH) 


Feature: Built in multi effects for strobe, super bright. 0~100 dimmer; 


Voltage: AC90-250V, 50/60Hz

320*270*50mm 4pcs/carton
NW:3.8KG 

GW:4.5KG 

APC200-W

LED 200W COB Par Light Studio Light (Warm White)


Housing material: Aluminum 


Power consumption: 250W 


Control modes: Manual/Master-Slave/DMX512 (6/13/CH) 


Luminous flux: 86241m; Color temperature: 6000K; Lux:9601; Dimmer: 0-100%; 


Strobe: 0-25times/second Voltage: AC100-240V, 50/60Hz

320*320*340mm 4pcs/carton
NW: 3.4KG

GW: 4KG

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN
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 LED Moving Head Light Series 

AGB10W

8 Gobos 10W Mini LED Spot Moving Head Light 


Control modes: Auto/Sound control/Master-Slave/DMX512 (9/11CH), manual zoom.


Gobo wheel: 8 Gobos; Color wheel: 8 Colors (RGBW,pink,yellow,light blue,orange), with 

Rainbow color effect


Rotation degree: Gobo wheel & Color wheel can be positive&negtive rotation. 


Voltage: AC90-240V, 50/60Hz

290*200*23mm 4pcs/Carton
NW: 2.5KG

GW: 3.2KG

AGB60W

8 Gobos 60W Mini LED Spot Moving Head with Triple Prism + 12PCS RGB 3-in-1 LED Strip( 

No LED strip & triple prism is optional)


Control modes: Auto/Sound control/Master-Slave/DMX512 (10/12CH)


Gobo wheel: 8 Gobos; Color wheel: 8 Colors (RGBW,pink,yellow,light blue,orange), with 

Rainbow color effect.


Rotation degree: X-axis: 540°，Y-axis: 270°


Voltage: AC90-240V, 50/60Hz

290*200*230mm 4pcs/Carton
NW: 2.5KG

GW: 3.2KG

ADF156

Double Face 1pc x 40W RGBW 4-in-1 + 56pcs x 0.5W Bright White LED Moving Head Beam 

Light 


LED source:1pc x40W RGBW 4-in-1 + 56pcs x 0.5W Bright White, double face, both beam 

effects with different colors.


Control modes: Auto/Sound control/Master-Slave/DMX512(12CH)


Dimmer: 0-100% linear dimming 


Voltage: AC100-240V, 50/60Hz

170*145*245mm 4pcs/Carton
NW:4.6KG

GW:5.0KG

AGB30W

8 Gobos 30W Mini LED Spot Moving Head Light (With LED strip is optional)


Control modes: Auto/Sound control/Master-Slave/DMX512 (9/11CH), manual zoom.


Gobo wheel: 8 Gobos; Color wheel: 8 Colors (RGBW,pink,yellow,light blue,orange), with 

Rainbow color effect


Rotation degree: Gobo wheel & Color wheel can be positive&negtive rotation. 


Voltage: AC90-240V, 50/60Hz

290*200*23mm 4pcs/Carton
NW: 2.5KG

GW: 3.2KG

ABW60W

60W Mini LED Beam Moving Head + 12PCS RGB LED Strip Wash


Control modes: Auto/Sound control/Master-Slave/DMX512 (10/13CH)


Rotation degree: X-axis: 540°，Y-axis: 270°


Strobe: 0.5-25times/Second with various stroboscopic effect


Voltage: AC90-240V, 50/60Hz

290*200*230mm 4pcs/Carton
NW:2.5KG

GW:3.0KG

AGB80W

Multi Gobos 80W LED Spot Moving Head with Triple Prism(Bulit-in)


Gobo wheel: *1x fixed gobo wheel: 10+1 gobos; * 1 rotation gobo wheel: 7+1


Color wheel: 13+white colors, with half-color effect


Control modes: Auto/Sound control/Master-Slave/DMX512 (14CH)


Stobe: 0.5-14times/second, pulse mode and random stobe


Rotation degree: X-axis: 540° (8/16bits)，Y-axis: 270°


Voltage: AC90-240V, 50/60Hz

390*310*290mm 2pcs/Carton
NW:7.8KG

GW: 8.25KG

A4B10W

4 x 10W RGBW 4-in-1 MINI LED Moving Head Wash Light


Control modes: Auto/Sound control/Master-Slave/DMX512(5CH/13CH)


Power consumption: 80W; Display mode: LED digital display


Scanning angle: Pan- 360°, Tilt-180°


Voltage: AC90-220V, 50/60Hz

240*240*280mm 4pcs/Carton
NW: 1.6KG

GW: 2.4KG

A4B10W-M

Matrix High Bright 4 x 10W RGBW 4-in-1 Mini LED Moving Head Wash Light


Control modes: Auto/Sound control/Master-Slave/DMX512(14/16CH)


Scanning angle: Pan- 540°, Tilt-180° (16bits)


Rotation: With 6pcs rotation patterns, pasitive & negtive rotation, speed is controllable


Voltage: AC100-240V, 50/60Hz

260x190x230mm 4pcs/Carton
NW: 2.65KG

GW: 3.1KG

A4B25W

4 x 25W Super Bright LED Beam Moving Head with RGBW Color Wheel


Power consumption:150W; Wheel color: RGBW


Control modes: Auto/Sound control/Master-Slave/DMX512 (9/15CH)


Rotation degree: X-axis: 540°，Y-axis: 270°


Dimmer: 0-100% linear dimming 


Voltage: AC90-240V, 50/60Hz"

450*320*25mm 2pcs/Carton                 
NW:7.5KG

GW:8KG



Stage LED Lights 29

Tel: +86-18665975338, Website: www.arkadiko.tech, E-mail: info@arkadiko.tech

Shenzhen Arkadiko Technology Co., Ltd

*Any color/power (watt) can be customized. Your specification request would be fulfilled by Arkadiko Technology.

Image
Weight (KG) / 


Unit
Package Size / 


Unit
Model Description PCS/CTN

 LED Moving Head Light Series 

A4B10W-Z

4 x10W RGBW 4-in-1 Mini LED Osram Zoom Moving Head Wash Light 


Control modes: Auto/Sound control/Master-Slave/DMX512(11/14CH) 


Housing color option: Black or White


Scanning angle: Pan- 540°, Tilt- 270°


Beam angle: 10 - 45 degree 


Voltage: AC90-240V, 50/60Hz

29.5*20.5*23.5cm 4pcs/Carton
NW: 2.45KG

GW: 3.2KG

A2GW60W

2-in-1 60W Gobo + 6 x10W RGBW 4-in-1 Wash Mini LED Moving Head Light 


LED source: 1x 60W gobo effect (in the middle) + 6pcs x 10W RGBW 4-in-1 Wash effect


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH) 


Dimmer: 0-100% linear dimming 


Scanning angle: Pan- 540°, Tilt-270°


Strobe: 1-20times/second, speed is controllable


Voltage: AC90-240V, 50/60Hz

255*230*320mm 4pcs/Carton
NW: 2.15KG 

GW: 2.5KG

A2H30W

2 Head 2x 30W RGBW 4-in-1 LED Moving Head Light with 2*12pcs LED Strip


Light source: 2PCS x 30W RGBW 4-in-1 + 2 x 12pcs LEDs Strip


Control modes: Auto/Sound control/Master-Slave/DMX512 (16/22CH), manual zoom


Rotation degree: X-axis: Infinite rotating，Y-axis:180°


Dimmer: 0-100% linear dimming Voltage: AC100-240V, 50/60Hz

48*36*36cm 4pcs/Carton
NW: 5.75KG

GW: 6.5KG

A7B10W

7 x 10W RGBW 4-in-1 Mini LED Moving Head Wash Light


Housing color option: Black or White


Control modes: Auto/Sound control/Master-Slave/DMX512 (5/13CH) Dimmer: 0-100% linear 

dimming Scanning angle: Pan- 540°，Tilt-270°


Voltage: AC90-240V, 50/60Hz

270*220*25mm 4pcs/Carton
NW: 2.7KG 

GW: 3.5KG

A18B3W

18 x 3W RGB Mini LED Moving Head Wash Light


LED Source： 6PCS x Red, 6PCS x Green, 6PCS x Blue


Control modes: Auto/Sound control/Master-Slave/DMX512(5/12CH)


Scanning angle: Pan- 540°，Tilt-270°


Voltage: AC90-260V, 50/60Hz

260*260*290mm 4pcs/Carton
NW: 3KG

GW: 3.8KG

A6B15W

6 x 15W RGBW 4-in-1 Mini LED Moving Head Bee Eye Beam Light


Control modes: Auto/Sound control/Master-Slave/DMX512(10CH/15CH)


Scanning angle: Pan- 540°/1.5S, Tilt-180°/0.5S


Rotation angle: 360°


Lens degree standard: 1.5° Spot angle:Minimum 6°, Maximum 51°


Voltage: AC90-260V, 50/60Hz"

Product size: 
226*268*155(mm)


Carton Size: 
260*280*350(mm)

4pcs/Carton
NW: 3.8KG

GW: 5.7KG

A4H10W

4x 10W RGBW 4-in-1 LED Moving Head Beam Light 


Control modes: Auto/Sound control/Master-Slave/DMX512 (12/19CH) 


LED source: 4x 10W RGBW 4-in-1 Cree LEDs


Rotation degree: X-axis: 540°， Y-axis: 270° 


Feature: 4 pcs moving head can be with simultaneous or separate control


Voltage: AC90-240V, 50/60Hz

540*200*300mm 2pcs/Carton
NW: 6.3KG

GW: 7.2KG

A4H60W

4 Head 4x 60W RGBW 4-in-1 High Bright LED Moving Head Light 


Powe consumption: 260W


Control modes: Auto/Sound control/Master-Slave/DMX512 (12/72CH), manual zoom


Rotation degree: X-axis: 540°, Y-axis:180° Voltage: AC100-240V, 50/60Hz

410*410*280mm

(inner)


430*430*580mm

(outer)

2pcs/Carton
NW: 7KG

GW:8KG

A6H10W

6 Head 6 x 10W RGBW 4-in-1 Cree LED Moving Head Beam Light 


Control modes: Auto/Sound control/Master-Slave/DMX512 (12CH) 


Power consumption: 60W


Rotation degree: X-axis: Infinite rotating， Y-axis: 200°


Dimmer: 0-100% linear dimming 


Voltage: AC100-240V, 50/60Hz  200°

300*280*300mm 4pcs/Carton
NW: 4.5KG

GW: 5KG"
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 LED Moving Head Light Series 

A2H610

2 Sides(6pcs Each)12pcs x 10W RGBW 4-in-1 LED Moving Head Beam Light 


LED source: 12pcs x 10W RGBW 4-in-1 at 2 Sides(6pcs Each)


Control modes: Auto/Sound control/Master-Slave/DMX512 (11/14CH)


Power consumption: 120W Voltage: AC90-240V, 50/60Hz

440*310*410mm 2pcs/Carton
NW: 9.4KG

GW:11.2KG

A8B10W

8x 10W RGBW 4-in-1 Cree LED Spider Moving Head Beam Light 


LED source: Cree LEDs - 8 x 10W RGBW 4-in-1, total 24W


Control modes: Auto/Sound control/Master-Slave/DMX512 (11/18CH) 


Dimming: 0-100% linear dimming


Voltage: AC100-240V, 50/60Hz

450*290*180mm 2pcs/Carton
NW:4.5KG

GW:5.35KG

A9H10W

Matrix 9 x 10W RGBW 4-in-1 Bright LED Moving Head Transformer Light 


Control modes: Auto/Sound control/Master-Slave/DMX512 (15/20/47CH)


Rotation degree: X-axis: Infinite rotating，2 Y-axis stretch; Single row: 180°


Strobe: 1-10times/second


Dimmer: 0-100% linear dimming Voltage: AC100-240V, 50/60Hz

310*210*370mm 4pcs/Carton

NW: 5.75KG

GW: 6.5KG


A8B3W

8x 3W RGBW 4-in-1 LED Spider Moving Head Beam Light 


LED source: 8 x 3W RGBW 4-in-1, total 24W


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH) 


Voltage: AC100-240V, 50/60Hz

480*360*360mm 4pcs/Carton
NW:2.55KG

GW:3.2KG

A9H3W

9x 3W RGBW 4-in-1 LED Mini Spider Moving Head Beam Light 


LED source: 9 x 3W RGBW 4-in-1, total 27W 


Control modes: Auto/Sound control/Master-Slave/DMX512 (12/19CH) 


Dimming: 0-100% linear dimming


Voltage: AC90-240V, 50/60Hz

650*330*440mm 4pcs/Carton
NW: 4.55KG

GW: 5.2KG

A8H10W

8x 10W RGBW 4-in-1 LED Moving Head Beam Light 


Control modes: Auto/Sound control/Master-Slave/DMX512 (12/19CH) 


Rotation degree: X-axis: 540°， Y-axis: Infinite rotating 


Dimming: 0-100% linear dimming


Voltage: AC90-240V, 50/60Hz

360*305*205mm 4pcs/Carton
NW:3.9KG

GW:5KG

ADF912

Double Face 9x3W Gold + 12x4W RGBW 4-in-1 LED Moving Head Beam Light 


LED source: 9X3W Gold + 12x4W RGBW 4-in-1, double face with different LEDs and colors


Control modes: Auto/Sound control/Master-Slave/DMX512(10/18/25CH)


Rotation degree: X-axis: 540°， Y-axis: Infinite rotating


Dimmer: 0-100% linear dimming 


Voltage: AC90-260V, 50/60Hz

265*149*389mm 2pcs/Carton
NW: 6.2KG

GW: 7KG

A12B10W

12 x10W RGBW 4-in-1 Cree LED Moving Head Ball Light 


Control modes: Auto/Sound control/Master-Slave/DMX512(13/15CH)


Rotation degree: X-axis: 540°(Positive and negative positioning rotation), Y-axis: Infinite 

rotating


Dimmer: 0-100% linear dimming 


Strobe: 1-12times/second, or pulse mode stobe 


Voltage: AC90-240V, 50/60Hz

300*280*300mm 4pcs/Carton
NW: 4.7KG

GW: 5.5KG

A16B3W

16 x 3W RGBW 4-in-1 Cree LED Moving Head Ball (Cube) Light 


Control modes: Auto/Sound control/Master-Slave/DMX512(13/15CH)


Rotation degree: X-axis: 540°， Y-axis: Infinite rotating


Dimmer: 0-100% linear dimming 


Strobe: 1-12times/second, or pulse mode stobe 


Voltage: AC90-240V, 50/60Hz

430*390*580mm 4pcs/Carton
NW: 3.5KG

GW: 4.2KG
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LED Washer Bar Light Series 

AB410W

4 x 10W RGBW 4-IN-1 High Bright LED Moving Head Bar Light


Power consumption:150W


Control modes: Auto/Sound control/Master-Slave/DMX512 (9/28CH)


Scanning angle: Pan- 540°，Tilt-270°


Feature: 4 pcs moving head can be with simultaneous or separate control


Voltage: AC100-240V, 50/60Hz

120*350*350mm 2pcs/Carton
NW: 9.5KG

GW: 10KG

AB93W-UV

9 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

300*48*55mm  12pcs/Carton
NW: 0.75KG

GW: 0.9KG

AB123W-UV-R

12 x 3W UV LED Indoor Wall Washer Bar Light with Remote Control


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Remote control


Voltage: AC100-240V, 50/60HZ

350*48*55mm 12pcs/Carton
NW: 0.86KG

GW: 1.16KG

AB810W

8 x 10W RGBW 4-IN-1 LED Moving Beam Bar Light


Power consumption:150W


Control modes: Auto/Sound control/Master-Slave/DMX512 (5/14CH)


Dimmer: 0-100% linear dimming 


Voltage: AC100-240V, 50/60Hz

110*160*620mm 2pcs/Carton
NW: 8.5KG

GW: 9KG

AB123W-UV

12 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

350*48*55mm 12pcs/Carton
NW: 0.8KG

GW: 1KG

AB93W-UV-R

9 x 3W UV LED Indoor Wall Washer Bar Light with Remote Control


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Remote control


Voltage: AC100-240V, 50/60HZ

300*48*55mm  12pcs/Carton
NW: 0.81KG

GW: 0.1KG

ABS63W-UV

6 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

370*76*75mm

(inner)


395*390*475mm

(outer)

25pcs/Carton
NW: 0.55KG

CW: 15KG

ABS93W-UV

9 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

627*75*77mm

(inner)


635*225*335mm

(outer)

12pcs/Carton
NW: 0.9KG

CW: 12KG

ABS123W-UV                         

12 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

627*75*77mm

(inner)


635*225*335mm

(outer)

12pcs/Carton  
NW: 0.95KG

CW: 12.6KG
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LED Washer Bar Light Series 

ABS183W-UV

18 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

795*122*75mm

(inner)


810*400*265mm

(outer)

10pcs/Carton
NW: 1.155KG

CW: 14.5KG

AB145W

14 x 5W Amber (Warm white) + 84 x 0.5W RGB 3-IN-1 Full Color LED Indoor Wall Washer 

Bar Light


LED Source: 14x 5W Amber color (Warm white)+ 84 x 0.5W RGB 3-IN-1 


Housing: Aluminum


Power consumption: 120W


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/9/84/89CH)


Voltage: AC100-240V, 50/60HZ

998*78*138mm 4pcs/Carton

NW: 3.2KG

GW: 5KG


AB2410W

24 x 10W RGB 3-IN-1 LED Indoor Wall Washer Bar Light


Housing: Aluminum


Power consumption: 200W


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-240V, 50/60HZ

1000*90*160mm  4pcs/Carton
NW: 3.KG

GW: 5KG

ABS243W-UV

24 x 3W UV LED Indoor Wall Washer Bar Light


LED Source: 3W LEDs but the actual power is 1.1~1.3W each


Housing: Aluminum


Control modes: Power On/Off 


Voltage: AC100-240V, 50/60HZ

103*102*75mm

(inner)


810*400*265mm(

outer)

10pcs/Carton
NW: 1.35KG

CW: 17.65KG

AB1810W

18 x 10W RGBW 4-IN-1Waterproof LED Outdoor Bar Wall Washer 


Housing: Aluminum


Power consumption:200W


Control modes: Auto/Sound control/Master-Slave/DMX512 (4/8CH)


IP Rating: IP65 Waterproof


Voltage: AC90-240V, 50/60HZ

1000*95*145mm 4pcs/Carton
NW: 8.5KG

GW: 9KG

AB1812W

18 x 12W RGBWAUV 6-IN-1 LED Indoor Bar Wall Washer Light


Housing: Aluminum


Power consumption:200W


Control modes: Auto/Sound control/Master-Slave/DMX512 (6/10CH)


Voltage: AC90-240V, 50/60HZ

1000*75*115mm 4pcs/Carton
NW: 6.5KG

GW: 7KG

AB2410W-W

24 x 10W RGBW 4-IN-1Waterproof LED Outdoor Wall Washer Bar Light


Housing: Aluminum


Power consumption: 200W


Control modes: Auto/Sound control/Master-Slave/DMX512 (4/8CH)


IP Rating: IP65 Waterproof


Voltage: AC90-240V, 50/60HZ

1080*110*170mm 4pcs/Carton
NW: 3.6KG

GW: 5.2KG

AB72RGB

72 x 0.5W RGB 3-IN-1 LED Indoor Wall Washer Bar Light


LED Source: 72pcs x 0.5W LEDs but the actual power is 25W total


Housing: Aluminum


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC100-240V, 50/60HZ

625*78*78mm 12pcs/Carton
NW: 1.0KG

CW: 1.1KG

AB108RGB

108 x 0.5W RGB 3-IN-1 LED Indoor Wall Washer Bar Light


LED Source: 108pcs x 0.5W LEDs but the actual power is 25W~30W total


Housing: Aluminum


Control modes: Auto/Sound control/Master-Slave/DMX512 (8CH)


Voltage: AC100-240V, 50/60HZ

625*78*78mm 12pcs/Carton
NW: 1.0KG

CW: 1.1KG
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LED Effect Light Series 

AEMB4W

4W RGB Super Mini LED USB Disco Ball Light 


Housing material: Plastic 


Control modes: Auto/Sound


Gift Box Package: 1x 4W RGB USB disco ball with an Android adapter


Extra 0.25$ for IOS adaptor, and 0.15$ for Type-C adaptor


Voltage: 5 Volts 

210*210*200mm

/100pcs

100pcs/Carton
NW:0.022KG

GW: 3.2KG/CTN

AEB3W

3W RGB LED Stage Magic Ball Light 


Housing material: Plastic 


Control modes: Auto/Sound


Beam angle: 120 degree 


Power consumption: 6W


Voltage: AC90-220V, 50/60Hz

Inner: 

115*105*115mm


Outer: 

585*225*595mm

50PCS/Carton
NW:0.3KG

GW: 0.35KG

AEB9W-RN

9W 9 Colors LED Bluetooth MP3 Magic Ball Light/ Night Light


Housing material: Plastic 


Control modes: Auto/Sound/Remote control


Beam angle: 120 degree


Voltage: AC90-220V, 50/60Hz

Inner:

115*115*121mm


Outer: 

492*250*388mm

50PCS/Carton
NW:0.3KG

GW: 0.33KG

AEMB4W-I

4W RGB Super Mini LED USB Disco Ball Light 


Housing material: Plastic 


Control modes: Auto/Sound


Gift Box Package: 1x 4W RGB USB disco ball with an Android adapter


Extra 0.25$ for IOS adaptor, and 0.15$ for Type-C adaptor


Voltage: 5 Volts 

250*250*240mm

/100pcs

100pcs/Carton
NW:0.03KG

GW: 4KG/CTN

AEB3W-RW

3W RGB LED Stage Magic Ball Light (Water wave effects)


Housing material: Plastic 


Control modes: Auto/Sound/Remote control


Beam angle: 120 degree Power consumption: 6W


Voltage: AC90-220V, 50/60Hz

Inner: 

115*105*115mm


Outer: 

585*225*595mm

50PCS/Carton
NW:0.3KG

GW: 0.35KG

AEB3W-R

3W RGB LED Stage Magic Ball Light 


Housing material: Plastic 


Control modes: Auto/Sound/Remote control


Beam angle: 120 degree Power consumption: 6W


Voltage: AC90-220V, 50/60Hz

Inner: 

115*105*115mm


Outer: 

585*225*595mm

50PCS/Carton
NW:0.3KG

GW: 0.35KG


